ALENT

Better for Motion

TT-KC75

Series

Linear Actuator

Drawing Standard Dimension (mm)

282.5+1.5

40+1

Installation size=stroke(s)+500mm
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General Features

Chengdu Talent Industrial Co., Ltd.

B E Voltage 12V DC, 24V DC, 36V DC, 48V DC
=AM () 73 Maximum Load 15000N
SHE Y R RIERE The fastest speed in full load 120mm/s(f1#;100N)

. S+500mm(S<300mm)
B&/\Z 2R ST Minimum installation size

S+520mm(S>600mm)

Bt Colour RIS 2 ® Silver gray or black
125 Noise <56db
ZHINIE Safety and regulation certification ISO9001-2008. CE. ROHS
T {E’RESEE Working temperature range +45C——————— _20C
HA{th I Other options FERIEREEE Hall sensor
ABRAIFFX ((BABIIE) Built—in limit switch (but not adjustable)

TT-KC75 Model Selection
Load and speed BiX®BJE (24V DC)

13 | BEREH Rated load | BHANUNRRT) | g iz en () [BHLEEZE(24VDC)Mm/s | Fi5E 5 E5%3(24VDC)mm/s
Cote | st RN Pul N i ot 1o | ettt (3] OBt clegiy o oad | ™ Fulljgaq of rateq oao
15000 15000 18000 8.5 2.2 1.8

B 10000 10000 13000 8.5 3.2 2.5

C 6000 6000 8000 8.5 7.2 5.5

D 5000 3000 4000 8.5 14.2 10

E 4000 4000 4000 8.5 17 13.2

F 2000 2000 2000 8.5 22 18

G 1500 1500 2000 8.5 35 27

H 1000 1000 1200 8.5 120 90
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3=UZ! type,% wide15mm, 12 aperture8mm  5=ERR4/& Fish eye bearing, % wide12mm,F112 aperture8mm
4=UB! type, & wide15mm #,4% aperture10mm 6=E#|ft, Customization
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] =450 Control mode

0. FToid iR 1RI 28 No overcurrent protector 3. TE/RIEREE] No Holzer sensor
1. IMNEITRRIFE: Overflow protector 4. INEE/RERLES Install Holzer sensor

#1 Line length

2=H%; straight line*600mm
A=ZEHl1f Customization

1=H% straight line*300mm
3=E % straight line*1000mm
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